
AUTOMATION | Teknik Ürün Özeti
Phoenix Contact FL SWITCH 1008N 1085256 Endüstriyel Ethernet Switch
Marka: Phoenix Contact   Model: FL SWITCH 1008N   Ref: 1085256

Doğrulanmış teknik özellikler
• Ports: 8 × RJ45
• Rate: 10/100 Mbit/s per port
• Functions: Unmanaged, autonegotiation, autocrossing, store-and-forward, QoS
• PROFINET: Conformance Class A
• MAC table: 2k
• Segment length: 100 m
• Supply: 24 VDC nominal; 9…32 VDC; also 18…30 VAC 50/60 Hz
• Typical current: 28 mA at 24 VDC
• Mounting: DIN rail
• Protection: IP30

Seçim / uygulama notları
• Confirm eight copper 10/100 Mbps ports are sufficient.
• Check PROFINET Conformance Class A requirements and unmanaged topology suitability.
• Verify 9…32 VDC/18…30 VAC supply strategy.
• Check IP30 enclosure environment and -10…60 °C operating temperature.

Resmi kaynak
https://www.phoenixcontact.com/tr-tr/urunler/anahtar-fl-switch-1008n-1085256

Automation teknik özeti. Nihai seçim, kurulum ve emniyet doğrulaması için üreticinin güncel resmi dokümanı esas alınır.


