AUTO MATION URUN TEKNIK OZETI

Balluff / BIS M-300-003-S115

RFID bileseni
Uretici tiriin kodu: BIS0054

Seri: BIS

Balluff BIS M-300-003-5115 (BIS0054), rfid bileseni. Gévde malzemesi: Brass, Nikel kapli pirinc nuts, nickel-plated; Urliin grubu:
HF (13.56 MHz); Boyutlar: @ 30 x 83 mm.

TEKNIiK OZELLIKLER

Govde malzemesi Brass, Nikel kapli piring nuts, nickel-plated

Uriin grubu HF (13.56 MHz)

Boyutlar @30 x 83 mm

Montaj metal-free (clear zone)

Anten tipi round

Desteklenen veri tasiyici tipleri DIN ISO 14443 DIN ISO 15693

Baglanti Male, 8-pin

Ortam sicakhg: 0...70 °C

IP koruma derecesi P67

Onay ve uygunluk CE UKCA FCC Part 15 IC (Radio) cULus WEEE MIC KC NBTC IMDA MCMC

Secili Uretici degerleridir; kaynakta belirtilen kosullar ve dipnotlar gecerlidir. Uretici gorseli teslim edilen varyanttan farkli olabilir. Automation &ézeti
orijinal dokiimantasyonun yerine gegmez.
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AU TO MATI o N PRODUCT TECHNICAL SUMMARY

Balluff / BIS M-300-003-S115

HF RFID readers (13.56 MHz)
Part/model code: BIS0054

Series: BIS

Balluff BIS M-300-003-S115 (BIS0054): hf rfid readers (13.56 mhz). Housing material: Brass, Nickel-plated brass nuts,
nickel-plated; Product group: HF (13.56 MHz); Dimension: @ 30 x 83 mm.

TECHNICAL HIGHLIGHTS

Housing material Brass, Nickel-plated brass nuts, nickel-plated

Product group HF (13.56 MHz)

Dimension @30 x 83 mm

Installation metal-free (clear zone)

Antenna type round

Supported data carrier types DIN ISO 14443 DIN ISO 15693

Connection Male, 8-pin

Ambient temperature 0...70 °C

IP rating P67

Approval/Conformity CE UKCA FCC Part 15 IC (Radio) cULus WEEE MIC KC NBTC IMDA MCMC

Selected manufacturer values; source conditions and footnotes apply. The manufacturer illustration may differ from the delivered variant. This
Automation summary does not replace the original documentation.
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