AUTOMATION

URUN TEKNIK OZETI

Balluff / BNS 813-D03-R16-62-10-01

Mekanik konum anahtari

Uretici Giriin kodu: BNSO1CL

Seri: BNS

Balluff BNS 813-D03-R16-62-10-01 (BNSO1CL), mekanik konum anahtari. Baglanti tipi: 1-3. Switch position: Screw terminal;
Govde malzemesi: Aluminium, Anodized; Boyutlar: 120 x 84 x 62 mm.

TEKNIiK OZELLIKLER

Baglanti tipi

Govde malzemesi
Boyutlar

Anahtarlama konumu sayisi
Surim

Calisma prensibi

Sirekli akim

Anma calisma gerilimi Ue
Montaj

Yaklasma yoniu

Yaklasma hizi

Anahtarlama konum araligi

1-3. Switch position: Screw terminal
Aluminium, Anodized

120 x 84 x 62 mm

3x Roller

Safety EN 60204-1

1-3. Switch position: Mechanical
1-3. Switch position: 6 A

1-3. Switch position: 250 V AC
Vertical

longitudinal, parallel to attachment surface
1-3. Switch position: 60 m/min

16 mm

Secili Uretici degerleridir; kaynakta belirtilen kosullar ve dipnotlar gecerlidir. Uretici gorseli teslim edilen varyanttan farkli olabilir. Automation &ézeti

orijinal dokiimantasyonun yerine gegcmez.
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AU TO MATI o N PRODUCT TECHNICAL SUMMARY

Balluff / BNS 813-D03-R16-62-10-01

Mechanical multiple position limit switches with safety switch positions
Part/model code: BNSO1CL

Series: BNS

Balluff BNS 813-D03-R16-62-10-01 (BNSO1CL): mechanical multiple position limit switches with safety switch positions.
Connection type: 1-3. Switch position: Screw terminal; Housing material: Aluminium, Anodized; Dimension: 120 x 84 x 62 mm.

TECHNICAL HIGHLIGHTS

Connection type 1-3. Switch position: Screw terminal
Housing material Aluminium, Anodized

Dimension 120 x 84 x 62 mm

Number of switching positions 3x Roller

Version Safety EN 60204-1

Operating principle 1-3. Switch position: Mechanical
Continuous current 1-3. Switch position: 6 A

Rated operating voltage Ue 1-3. Switch position: 250 V AC
Installation Vertical

Approach direction longitudinal, parallel to attachment surface
Approach speed 1-3. Switch position: 60 m/min
Switch position spacing 16 mm

Selected manufacturer values; source conditions and footnotes apply. The manufacturer illustration may differ from the delivered variant. This
Automation summary does not replace the original documentation.
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