AUTOMATION

Siparis kodu

Tam model

Seri

Calisma prensibi
Cihaz tiiri

Uygulama

Ozel versiyon

isletme bélgesi

Olgiim alaninin uzunlugu
Isin sayisi

Isin uzakhg

Isik kaynagi

Dalga boyu

Gonderme sinyali sekli

Minimum nesne capi

CSL505-T25-275-M8
Isik perdesi verici | 50131386

50131386

CSL505-T25-275-M8

505

Tek yon galisma prensibi

Verici

Hassas nesne tespiti

Paralel 1sin taramasi Capraz 1sik taramasi Capraz isin taramasi
0,3 ... 5 m (emniyetli caisma mesafesi)
275 mm

12 Adet

25 mm

LED, kizil6tesi

860 nm

darbeli

27,5 mm

Kaynak: https://www.leuze.com/tr-tr/csI505-t25-275-m8/50131386

Dogru Uriin secgimi, tedarik ve devreye alma destegi icin Automation mihendislik ekibiyle iletisime gegin.
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AUTOMATION | LEUZE TEKNIK URUN FOYU - EN

CSL505-T25-275-M8
Light curtain transmitter | 50131386

Part number 50131386

Full model CSL505-T25-275-M8

Series 505

Operating principle Throughbeam principle

Device type Transmitter

Application Precise object detection

Special version Crossed-beam scanning Diagonal-beam scanning Parallel-beam scanning
Operating range 0.3 ... 5 m (guaranteed operating range)
Measurement field length 275 mm

Number of beams 12 Piece(s)

Beam spacing 25 mm

Light source LED, Infrared

Wavelength 860 nm

Transmitted-signal shape Pulsed

Minimum object diameter 27.5 mm

Source: https://www.leuze.com/en-int/csl505-t25-275-m8/50131386

Contact Automation engineering for product selection, supply and commissioning support.
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