AUTOMATION | LEUZE TEKNIK URUN FOYU - TR

Siparis kodu
Tam model

Seri

Calisma prensibi
Cihaz tiiri
icerigi

Uygulama

Olgiim alaninin uzunlugu
Isin sayisi

Isin uzakhgi

Minimum nesne capi
Besleme gerilimi U B
Analog cikisi sayisi

Tar

Akim

CML730i-R05-480.R/CV-PS-M12
Isik perdesi alici | 50133785

50133785
CML730i-R05-480.R/CV-PS-M12
730

Tek yon galisma prensibi

Alici

BT-2R1 kullanimi igin aksesuar

Folyo hortum igerisinde obje tanimlama Nesne 6lcimu Saydam folyolari
algilama Yar seffaf maddelerin isimasi Seffaf nesnelerin tespiti

480 mm

96 Adet

5mm

10 mm

18...30V, DC

1 Adet

Girisler/gikislar segilebilir
0..24mA

Kaynak: https://www.leuze.com/tr-tr/cmI730i-r05-480rcv-ps-m12/50133785

Dogru Uriin secimi, tedarik ve devreye alma destegi icin Automation miihendislik ekibiyle iletisime gegin.
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AUTOMATION | LEUZE TEKNIK URUN FOYU - EN

CML730i-R05-480.R/CV-PS-M12
Light curtain receiver | 50133785

Part number 50133785

Full model CML730i-R05-480.R/CV-PS-M12

Series 730

Operating principle Throughbeam principle

Device type Receiver

Contains Accessories for the use of the BT-2R1

Application Detection of transparent films Detection of transparent objects Object
detection in film tube Object measurement Radiation of semi-transparent
media

Measurement field length 480 mm

Number of beams 96 Piece(s)

Beam spacing 5 mm

Minimum object diameter 10 mm

Supply voltage U B 18 ...30V, DC

Number of analog outputs 1 Piece(s)

Type Inputs/outputs selectable

Current 0..24mA

Source: https://www.leuze.com/en-int/cml730i-r05-480.r-cv-ps-m12/50133785

Contact Automation engineering for product selection, supply and commissioning support.
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