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LEUZE / 318

HTU318-1200/2T-M12

Ultrasonik Sensor

Siparis kodu: 50136075

Calisma araligi: 0,08 ... 1,2 m | Besleme gerilimi: 10 ... 30 V, DC

TEKNIK OZELLIKLER

Calisma araligi 0,08...1,2m

Besleme gerilimi
Cikis 1

Cikis 1 islevi

Baglanti
Anahtarlama frekansi
Tepki suresi

Govde olcusi

10...30V, DC

Transistér, NPN

Kapatici (NO)

Yuvarlak konnektér / M12 / 4 kutuplu
5 Hz

100 ms

18 mm x 60,3 mm

Govde malzemesi Plastik
Calisma sicakhigi -20...70 °C
Koruma derecesi IP 67

SECiM / MONTA)

Hedef ylzeyinin agisini, ses yayilim alanini ve alt algilama sinirini kontrol edin. Karsilikli verici veya alici modellerinde eslesen
cihaz gereksinimini Uretici belgesinden dogrulayin.

Montaj ve kablolamayi yetkin personel, makine glivenli durumda gergeklestirmelidir. Pin atamasi icin tam modelin Uretici belgesini kullanin.

Kaynak: Leuze resmi Griin kaydi. Glincel Uretici kullanim ve baglanti belgeleri esas alinir.

https://www.leuze.com/tr-tr/htu318-12002t-m12/50136075
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LEUZE / 318

HTU318-1200/2T-M12

Ultrasonic sensor

Part number: 50136075

Operating range: 0.08 ... 1.2 m | Supply voltage: 10 ... 30 V, DC

TECHNICAL SPECIFICATIONS

Operating range 0.08...1.2m
Supply voltage 10...30V,DC
Output 1 Transistor, NPN
Output 1 function NO (normally open)
Connection Connector / M12 / 4 -pin
Switching frequency 5 Hz

Response time 100 ms

Housing dimensions 18 mm x 60.3 mm
Housing material Plastic

Operating temperature -20...70 °C
Protection rating IP 67

SELECTION / INSTALLATION
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05.10.2026 | EN/02

Check target angle, the sound cone and the lower operating limit. For throughbeam transmitters or receivers, confirm the

required matching device in the manufacturer documentation.

Installation and wiring must be performed by qualified personnel with the machine in a safe state. Use the exact model documentation for pin

assignments.

Source: Leuze official product record. Refer to current manufacturer instructions and wiring documents.

https://www.leuze.com/en-int/htu318-1200-2t-m12/50136075
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