AUTOMATION

Siparis kodu

Tam model

Seri

Ozel versiyon

isletme bélgesi

Isin hareketi

Isik kaynagi

Dalga boyu

Gonderme sinyali sekli
LED grubu

Isik spotu buyuklugi [sensor
mesafesinde]

Isik spotu

Isik spotu geometri tiiri
Isin demeti cikisi

Odak

KRT3CM.L3D2/2T-M8
Kontrast sensort | 50148498

50148498

KRT3CM.L3D2/2T-M8

3C

Tanitma girisi Zaman islevi

14,5 mm £ 2 mm

odakli

LED, RGB

B: 470 nm G: 525 nm R: 640 nm
darbeli

serbest grup (EN 62471 uyarinca)

1,5 mm x4 mm [14,5 mm]

uzunlamasina
dikdértgen
6nde

sabit

Kaynak: https://www.leuze.com/tr-tr/krt3cmIi3d22t-m8/50148498

Dogru Uriin secimi, tedarik ve devreye alma destegi icin Automation miihendislik ekibiyle iletisime gegin.
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AUTOMATION | LEUZE TEKNIK URUN FOYU - EN

KRT3CM.L3D2/2T-M8
Contrast sensor | 50148498

Part number 50148498

Full model KRT3CM.L3D2/2T-M8

Series 3C

Special version Teach input Time function
Operating range 14.5 mm £ 2 mm

Beam path Focused

Light source LED, RGB

Wavelength B: 470 nm G: 525 nm R: 640 nm
Transmitted-signal shape Pulsed

LED group Exempt group (in acc. with EN 62471)
Light spot size [at sensor distance] 1.5 mm x4 mm [14.5 mm]
Light spot orientation Vertical

Type of light spot geometry Rectangular

Light beam exit Front

Focus Fixed

Source: https://www.leuze.com/en-int/krt3cm.|3d2-2t-m8/50148498

Contact Automation engineering for product selection, supply and commissioning support.
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