AUTOMATION

Siparis kodu
Tam model

Seri

Calisma prensibi
icerigi

Ozel versiyon
MTTF

isletme bélgesi
Ultrasonik frekans
Ses lobu gelisimi
Isinlama yoni
Acilma acisi
Ayarlama araligi
Coziunirlik

Tekrar edilebilirlik

HTU212-200/4T-M12

Ultrasonik sensora | 50149529

50149529
HTU212-200/4T-M12

200

Arka plan bastirmali tarama prensibi
2 adet montaj somunu M12
Tanitma girisi

578 Yillar

emniyetli calisma mesafesi
400 kHz

standart

6nde

9o

20 ...200 mm

1,0 mm

0,25 %

Kaynak: https://www.leuze.com/tr-tr/htu212-2004t-m12/50149529

Dogru Uriin secgimi, tedarik ve devreye alma destegi icin Automation mihendislik ekibiyle iletisime gegin.
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AUTOMATION

Part number

Full model

Series

Operating principle
Contains

Special version
MTTF

Operating range
Ultrasonic frequency
Shape of sound lobe
Direction of beam
Opening angle
Adjustment range
Resolution

Repeatability

HTU212-200/4T-M12
Ultrasonic sensor | 50149529

N

50149529
HTU212-200/4T-M12

200

Diffuse reflection principle with background suppression
2x M12 mounting nut

Teach input

578 years

Guaranteed operating range
400 kHz

standard

Front

9o

20 ...200 mm

1.0 mm

0.25 %

Source: https://www.leuze.com/en-int/htu212-200-4t-m12/50149529

Contact Automation engineering for product selection, supply and commissioning support.
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