AUTOMATION | LEUZE TEKNIK URUN FOYU - TR

IS DOBMM/2NC-2EO0
Enduktif sensor | 50153912

“Sha,

Siparis kodu 50153912

Tam model IS DO8MM/2NC-2E0

Seri D08

Tip. sinir mesafesi S n 2 mm

isletme bolgesi S a 0..1,6 mm

MTTF 342 Yillar

Koruma devresi Enduksiyon korumasi Kisa devre korumasi Ters kutup korumasi
Besleme gerilimi U B 10...30V, DC

Artik dalgalanma 0...10 %, UB 'dan
Acik devre akimi 0..15mA

Sicaklik kaymasi, maks. (% cinsinden 15 %, tim isletme sicakligi araliginin Gzerinde
baslangic S r)

Tekrar edilebilirlik, maks. (%
cinsinden baslangic S r)

5%, UB =20...30V DC, ortam sicakligi T a = 23°C + 5°C

Anahtarlama histerezi 15 %
Dijital anahtarlama cikisi sayisi 1 Adet
Voltaj tiri DC

Kaynak: https://www.leuze.com/tr-tr/is-d08mm2nc-2e0/50153912

Dogru Uriin secgimi, tedarik ve devreye alma destegi igin Automation mihendislik ekibiyle iletisime gegin.
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AUTOMATION | LEUZE TEKNIK URUN FOYU - EN

IS DOBMM/2NC-2EO0
Inductive switch | 50153912

Part number 50153912

Full model IS DO8BMM/2NC-2E0

Series D08

type. operating range limit S n 2 mm

Operating range S a 0..1.6mm

MTTF 342 years

Protective circuit Inductive protection Polarity reversal protection Short circuit protected
Supply voltage U B 10...30V, DC

Residual ripple 0..10 %, FromUB

Open-circuit current 0..15mA

Temperature drift, max. (in % of Sr) 15 %, Over the entire operating temperature range

Repeatability, max. (in % of Sr) 5 %, For U B = 20 ... 30 V DC, ambient temperature Ta =23 °C £ 5 °C
Switching hysteresis 15 %

Number of digital switching outputs 1 Piece(s)

Voltage type DC

Source: https://www.leuze.com/en-int/is-d08mm-2nc-2e0/50153912

Contact Automation engineering for product selection, supply and commissioning support.
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