AUTOMATION | LEUZE TEKNIK URUN FOYU - TR

AMS 108i 200 H
Optik konum sensord | 50155735

Siparis kodu 50155735

Tam model AMS 108i 200 H

Seri AMS 100i

Uygulama Galvanik tesislerin konumlandiriimasi Kayar platform ve transfer araglarinin

konumlandiriimasi Vinglerin / portal vinglerinin carpisma emniyeti Yiksek rafli
depolama cihazinin konumlandirilmasi

Siparis hatirlatmasi Yansitici bant ayri siparis edilmelidir
Ozel versiyon Isitma

MTTF 27 Yillar

Isik kaynagi Lazer, Kirmizi

Dalga boyu 660 nm

Lazer sinifi 2, IEC/EN 60825-1:2014

Maks. lazer giicu 0,004 W

Gonderme sinyali sekli moddle

Darbe siiresi 0,8 us

Isik spotu buyuklugi [sensor 160 mm [200.000 mm]

mesafesinde]

Isik spotu geometri tiiri Yuvarlak

Kaynak: https://www.leuze.com/tr-tr/ams-108i-200-h/50155735

Dogru Uriin secimi, tedarik ve devreye alma destegi icin Automation miihendislik ekibiyle iletisime gegin.
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AUTOMATION | LEUZE TEKNIK URUN FOYU - EN

AMS 108i 200 H
Optical positioning sensor | 50155735

Part number 50155735

Full model AMS 108i 200 H

Series AMS 100i

Application Collision protection of cranes / gantry cranes Positioning of electroplating

plants Positioning of skillet systems and side-tracking skates Positioning of
stacker cranes

Order guide Reflective tape must be ordered separately
Special version Heating

MTTF 27 years

Light source Laser, Red
Wavelength 660 nm

Laser class 2, IEC/EN 60825-1:2014
Max. laser power 0.004 W
Transmitted-signal shape Modulated

Pulse duration 0.8 ps

Light spot size [at sensor distance] 160 mm [200,000 mm]
Type of light spot geometry Round

Source: https://www.leuze.com/en-int/ams-108i-200-h/50155735

Contact Automation engineering for product selection, supply and commissioning support.
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