AUTOMATION | LEUZE TEKNIK URUN FOYU - TR

SETLS+LE20-150/4

Tek yoén calisan fotoelektrik sensor seti | 50156072

Siparis kodu

Tam model

Seri

Calisma prensibi

Cihaz tiiri

isletme bélgesi

Sinir mesafesi

Isin hareketi

Isik kaynagi

Dalga boyu

LED grubu

Isik spotu geometri tiiri
Algilanabilir en kiiciik nesne boyutu
Isin demeti cikisi

Koruma devresi

!

50156072

SETLS+LE20-150/4

20 slim

Tek yon galisma prensibi

Set (verici ve alici)

0 ... 0,15 m (emniyetli caisma mesafesi)
0 ... 0,15 m (tipik galisma mesafesi)
ayri

LED, Kirmizi

630 nm

serbest grup (EN 62471 uyarinca)
kare

tip. 1 mm

yandan

Fazla yik korumasi Ters kutup korumasi

Kaynak: https://www.leuze.com/tr-tr/setls-le20-1504/50156072

Dogru Uriin secgimi, tedarik ve devreye alma destegi icin Automation mihendislik ekibiyle iletisime gegin.
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AUTOMATION | LEUZE TEKNIK URUN FOYU - EN

SETLS+LE20-150/4
Throughbeam photoelectric sensor set | 50156072

!

Part number 50156072

Full model SETLS+LE20-150/4

Series 20 slim

Operating principle Throughbeam principle

Device type Set (transmitter and receiver)

Operating range 0 ... 0.15 m (guaranteed operating range)
Operating range limit 0 ... 0.15 m (typical operating range)
Beam path Divergent

Light source LED, Red

Wavelength 630 nm

LED group Exempt group (in acc. with EN 62471)
Type of light spot geometry square

Minimum detectable object size typ. 1 mm

Light beam exit Lateral

Protective circuit Overload protection Polarity reversal protection

Source: https://www.leuze.com/en-int/setls-le20-150-4/50156072

Contact Automation engineering for product selection, supply and commissioning support.
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