AUTOMATION TEKNIK OZETi

MSA 30 E

MSA serisi profil rayh lineer kilavuz arabasi

Marka / Brand PMI

Uretici / Manufacturer PMI Group / Precision Motion Industries, Inc.
Model / MPN MSA 30 E

Seri / Series MSA

Katalog basligi / Catalog heading PMI

Dogrulanmis teknik ozellikler

Yikseklik H 42 mm
Genislik W 90 mm
Uzunluk L 97.0 mm
Dinamik yuk C 39.2 kN
Statik yiik CO 57.8 kN
Araba kitlesi 1.09 kg
Olcii tablosu birimi mm

Secim, kurulum ve bakim

Tam model kodunu, baglantiyr ve mekanik/elektriksel uyumu Uretici kaynadiyla eslestirin.
Enerjiyi kesin ve Uretici glvenlik prosedurini uygulayin. Bu 6zet stok, sertifika veya gtincel
Uretim onayi degildir.

Kaynak / Source

https://www.pmi-amt.com/en/supports/7Z/2022MD09%E8%8B%B1%E6%96%87%28%E8%B7%A8%E9%A0%81P159-
300%29%20%282%?29.pdf#page=30

Dogrulama tarihi: 2026-10-13 — Automation tarafindan hazirlanmistir; Uretici dokimani degildir.



AUTOMATION TECHNICAL SUMMARY

MSA 30 E

MSA profile rail linear guide carriage

Marka / Brand PMI

Uretici / Manufacturer PMI Group / Precision Motion Industries, Inc.
Model / MPN MSA 30 E

Seri / Series MSA

Katalog basligi / Catalog heading PMI

Verified technical specifications

Yikseklik H 42 mm
Genislik W 90 mm
Uzunluk L 97.0 mm
Dinamik yuk C 39.2 kN
Statik yiik CO 57.8 kN
Araba kitlesi 1.09 kg
Olcii tablosu birimi mm

Selection, installation and maintenance

Match the exact model code, connection and mechanical/electrical fit against the manufacturer
source. Isolate energy and follow manufacturer safety procedures. This summary does not confirm
stock, certification or current production status.

Kaynak / Source

https://www.pmi-amt.com/en/supports/7Z/2022MD09%E8%8B%B1%E6%96%87%28%E8%B7%A8%E9%A0%81P159-
300%29%20%282%?29.pdf#page=30

Verification date: 2026-10-13 — Prepared by Automation; not a manufacturer document.



