AUTOMATION

URUN TEKNIK OZETI

ReeR / EOS4 153 ATL

Emniyet i1sik perdesi bileseni
Uretici Giriin kodu: 1310825

Seri: EOS4

ReeR EOS4 153 ATL (1310825), emniyet 1sik perdesi bileseni. Emniyet seviyesi: Type 4 - PL e; Protected height (mm): 160;

Resolution (mm): 30.

TEKNIiK OZELLIKLER

Emniyet seviyesi
Protected height (mm)
Resolution (mm)

Kontrol edilen yiikseklik (mm)
Azami aralik (m)

Restart

Calisma sistemi

Emniyet seviyesi (SIL / PL)
Calisma sicakhigi (°C)
Response time (ms)

Isin sayisi

Max. length of the connection cables (m)

Type 4 -PLe
160

30

150

6

Otomatik
Verici / alici
Type 4 -SIL3-SILCL3-PLe-Cat. 4
-30...55

4

8

100

Secili Uretici degerleridir; kaynakta belirtilen kosullar ve dipnotlar gecerlidir. Uretici gorseli teslim edilen varyanttan farkli olabilir. Automation &ézeti

orijinal dokiimantasyonun yerine gegcmez.
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AU TO MATI o N PRODUCT TECHNICAL SUMMARY

ReeR / EOS4 153 ATL

Safety light curtain component
Part/model code: 1310825

Series: EOS4

ReeR EOS4 153 ATL (1310825): safety light curtain component. Safety level: Type 4 - PL e; Protected height (mm): 160;
Resolution (mm): 30.

TECHNICAL HIGHLIGHTS

Safety level Type 4 -PL e
Protected height (mm) 160

Resolution (mm) 30

Controlled height (mm) 150

Max. range (m) 6

Restart Automatic
Functioning system Emitter / Receiver
Safety level (SIL / PL) Type4-SIL3-SILCL3-PLe-Cat. 4
Operating temperature (°C) -30...55
Response time (ms) 4

Number of beams 8

Max. length of the connection cables (m) 100

Selected manufacturer values; source conditions and footnotes apply. The manufacturer illustration may differ from the delivered variant. This
Automation summary does not replace the original documentation.
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