AUTO MATION URUN TEKNIK OZETI

ReeR / JANUS S2L

Emniyet i1sik perdesi bileseni ‘
Uretici iiriin kodu: 1360061

Seri: JANUS

ReeR JANUS S2L (1360061), emniyet I1sik perdesi bileseni. Azami aralik (m): 2; Calisma sistemi: Verici / alici; Calisma sicakligi
(°C): 0 ... 55.

TEKNIiK OZELLIKLER

Azami aralik (m) 2

Calisma sistemi Verici / alici

Calisma sicakhigi (°C) 0..55

Muting sensorlerinin cikis 6zelligi PNP 100 mA at 24 VDC

Entegre optoelektronik sensorler 2 parallel beams

Algilama Access control

Koruyucu muhafazalar Yok

Sabitleme Screws, washers ve brakets (included)

Secili Uretici degerleridir; kaynakta belirtilen kosullar ve dipnotlar gecerlidir. Uretici gérseli teslim edilen varyanttan farkli olabilir. Automation ézeti
orijinal dokimantasyonun yerine gegmez.
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AUTOMATION

PRODUCT TECHNICAL SUMMARY

ReeR / JANUS S2L

Safety light curtain component
Part/model code: 1360061

Series: JANUS

ReeR JANUS S2L (1360061): safety light curtain component. Max. range (m): 2; Functioning system: Emitter / Receiver;

Operating temperature (°C): 0 ... 55.

TECHNICAL HIGHLIGHTS

Max. range (m)

Functioning system

Operating temperature (°C)
Characteristic output of Muting sensors
Integrated optoelectronic sensors
Detection

Protective enclosures

Fastening

2

Emitter / Receiver
0..55

PNP 100 mA at 24 VDC
2 parallel beams
Access control

None

Screws, washers and brakets (included)

Selected manufacturer values; source conditions and footnotes apply. The manufacturer illustration may differ from the delivered variant. This
Automation summary does not replace the original documentation.
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